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EXPERIMENTAL INVESTIGATION OF AYERAGE HEAT-TRANSFER AND FRICTION 

COEFFICIENTS FOR AIR FLOWING IR CIRCULAR TUBES HAVING 

SQUAREi-TBREBD-TYPE ROUGENESS 

By Eldon W. Sam 

An  inves.tigation of forced-convection  heat  transfer'and  associated 
pressure  drops  was  conducted  ufth  air flowing through  electrically 
heated  Inconel  tubes  having various degrees of square-thread-type rough- 
ness,  an  inside  diameter of 1/2 inch,  and a length of 24 inches.  Data 
were  obtained  for  tubes  having  conventional  roughnessr  ratios  (height  of 
thread/radius of tube) of a (smooth  tube), 0.016, 0.025, and 0.037 over 
ranges of bulk  Reynolds  numbers  up  to 350,000, average  inside-tube-wall 
temperatures  up  to 1950° R, and  heat-flux  densities  up to 115,000 B t u  
per  hour  per  square  foot. 

The  experimental  data  shared  that  both  heat  transfer  and  friction 
increased  with  increase  in  surface  roughness,  becoming  more  pronounced 
with  increase  in  Reynolds  number;  for 8 given  roughness,  both heat 
transfer  and  friction  were  also  influenced by the  tube  wall-to-bulk 
temperature  ratio. 

Good  correlation of the  heat-transfer  data  for  all  the  tubes 
investigated  was  obtained by use of a modification of the  conventional 
Nusselt  correlation  parameters  wherein  the mass velocity  in  the  Reynolds 
number w&s replaced  by  the  product of air  density  evaluated  at  the 
average  film  temperature  and  the  so-called  friction  velocity; in 
addition,  the  physical  properties  of  air  were  evaluated  at  the  average 
film temperature. 

The isothermal  friction  data  for  the  rough  tubes,  when  plotted in 
the  conventional  manner,  resulted  in  curves  similar to those  obtained by 
other  tnvestigators;.that  is,  the  curve  for a given  roughness bred8 
away  from  the  Blasius  line  (representing  turbrilent flow in  smooth  tubes) 
at  some  value of Reynolds umber, ~ i c h  decreases  with  increase in  sur- 
face  roughness,  and  then  becomes a horizontal  line  (friction  coefficient 
independent  of Reynolh number). 
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A comparison  of  the  friction  data  for  the  rough  tubes  used  herein 
indicated  that  the  conventional  roughness  ratio  is  not an adequatd 
measure  of  relative  roughness f o r  tubes  having a square-thread-type 
element.  The  present  data,  as  well  as  those of other  investigators, 
were  used  to  isolate  the  influence  of  ratios  of  thread  height  to  width, 
thread  spacing  to  width,  and  the  conventional  roughness  ratio  on  the 
friction  coefficient. 

A fair  correlation of the  friction  data was obtained for each  tube 
with  heat  addition  when  the  friction  coefficient  and  Reynolds  number  were 
defined  on  the  baais o f 3 3 m  properties;  however,  the  data for each  tube 
retained  the  curve  characteristic of that  particular  roughness.  The 
friction  data  for all the  rough  tubes  could  be  represented by a single 
line  for  the  complete-  turbulence  region  by  incorporating a roughnesa 
parameter in the film correlation. No correlation was obtained  for  the 
region of incomplete  turbulence. 

INTRODUCTION 

The  results of a systematic  investigation t o  obtain  surface-to- 
f l u i d  heat-transfer  and  associated  pressure-drop  data  with  air flowing 
through  smooth  tubes  over  wide  ranges  of  surface  temperature  and  heat== 
flux density  are  presented  in  references 1 to 5. The  investigation 
reported  herein  represents  an  extension of these  data  to  the  case of air 
flowing through  rough  tubes. 

The available  literature on fluid flaw in  rough  tubes  provides 
extensive  friction  data  for  incompressible  flow  with  no  heat  transfer 
in  tubes having various  types of random  roughness  (that  ie,  various 
types of commercial  pipes);  to a more  limited  extent,  data  are 
aUo available  for  tubes  having  various  types of artificial  roughness 
such  as  the  Nikur5dse  sand-grain  tubes  of  reference 6. On the  basis of 
these  data,  von K a d n  has established  suitable  friction-factor  relations 
for flow in  smooth  pipes, and in rough pipes  where  the roughne,ss is 
sufficient  to  result in completely  turbulent flow. The  von K a d n  
function  for  rough  pipes,  which  is based on  the  data  for  artificial sand- 
grain  roughness,  is  further sham in  reference 7 to  be  valid  for  most 
types of random  roughness.  These  data,  based  on a granular-type  roughness 
and  applicable  to  random-type  roughness, would not  be  expected,  however, 
to  apply  to a square-thread  type of roughnesa  where  an  entirely  different 
kind of flow mechanism  would  occur.  For  the  case  of  heat  addition  both 
friction  and  heat-transfer  data  are  extremely  limited in  rough-tube 
literature;  moreover,  these  data  were  obtained,  in most cases,  for f low 

ture  and  heat-flux  density. 
'-, of incompressible  fluids  in rough tubes  at low values of surface  tempera- 
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The investigation  reported  herein was undertaken a t  the NACA Lewis 
laboratory  to  provide  experimental heat-transfer and f r i c t i o n  data for 
flow of a compressible fluid through  threaded  tubes  over wide ranges of 
surface  temperatures  and  heat-flux  densities. The tests reported  herein 
were conducted with a i r  flowlng through  electrically heated- Inconel  tubes 
having  various degrees of square-thread-type  roughness, an inside diameter 
of 1/2 inch,  and an effective  heat-transfer  length of 24 inches. 

Data were obtained  for three degrees of thread-type  roughness;  the 
roughness in each  case  consisted of a series of approximately  square 
threads machined in to  the tube inner w a l l  at  essent fa l ly   r igh t   angles   to  
the direct ion of flow. The thread and p i t ch  dimensions were varied from 
tube  to  tube,  resulting i n  conventional  roughness  ratios  (height of 
thread/radius of tube) of 0.016 , 0.025 , and 0.037. Data were also  obtained 
f o r  a smooth tube  for  comparison herein w i t h  the  rough-tube results, and 
the smooth-tube r e su l t s  of references 1 t o  5. The investigation  reported 
herein  covered  ranges of bulk Reynolds umbers up t o  350,000, average 
inside-tube-wall  temperatures up t o  19W0 R, and heat-flux  densities up 
to 115,000 Btu per hour per square  foot of heat-transfer area, for   an 
inlet-air temperature of 5400 R. 

A schematic diagr&m of the tes t  section and related components of 
the air  and e l e c t r i c a l  syetems  used i n  this investigation i s  shown in 
figure 1. 

A i r  and E lec t r i ca l  Systems 

A i r  system. - As ind ica ted   in  figure 1, campressed air w a s  supplied 
t o   t h e  inlet tank  through a pressure-regulating  valve, a f i l ter ,  and two 
A;S.M.E. type  f lat-plate  orifices  connected i n  ser ies .  From the  inlet 
tank, air passed  through  the inlet extension,  the test  section,  and  the 
mixing  tank,  and was then discharged t o  atmosphere. The inlet tank, 
mixing tank,  and tank extensions  supporting  the test  section were 
thermally  insulated. 

The temperature of t he  air entering the tes t   sec t ion  was measured 
by two parallel-connected chromel-alumel  thermocouples loca t ed   i n  the 
inlet tank. The temperature of the  air leaving  the  tes t   sect ion w~bs 
measured i n   t h e  same  manner immediately downstream of the  m l x i n g  baffles. 

E lec t r i ca l  system. - Electric power from a 208-voltJ  60-cycle l i n e  
w a s  suppl ied  to   the t es t  section (see f i g .  1) through two saturable 
reactors and a power transformer. A voltage  regulator,  controlling  the 
tlirect-current  supply to the reactors,   wintained  close  voltage  regu- 
l a t ion  a t  the primary of the power transformer  for any se t t ing  
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(test-section  input) of the  variable  transformer  control.  The  capacity 
of the  electrical  equipment was 25 kilovolt-amperes  at a maximum of 
10 volts  across  the  test  section. 

Test  Section 

Installation. - A typical  test-section  (rough  tube)  installation 
is shown schematically  in  figure 2. The  test  section  consists of an 
Inconel  tube  having an outside  diameter of 0.68 inch  and a wall thick- 
ness of about 0.090 inch.  An  Inconel  flange,  welded  to  each  end of the 
test  section,  is  connected  by  bus  bar6  to  the  power  supply  providing 
resistance  heating ofthe tube.  The  distance  between  outer  faces  of 
the  tube  flanges is 24.inches, which was taken  as  the  effective  heat- 
transfer  length.  An  extension  (with  flange) was provided  at  each  end of 
the  test  section  and  the  entire  assembly  was  line-bored  and  doweled 
between  flanges  to  maintain  bore  alinement.  The  inlet  and  exit  exten- 
sions  had  lengths of 6 and 3 inches,  respectively,  thus  providing a 
12-diameter  apprcnch  to the.test section. 

External heat  losses  were  reduced  by  jacketing  the  test  section 
with  three  concentric  radiation  shields  with  the  annular  spaces  between 
the  shields filled.with insulating  sand.  An  insulator,  Located  st  each 
end of the  test-section  asaenibly,  provided  electrical  insulation  for  the 
test  section. 

Three  static-pressure  taps,  located 120° apart  around  the  extension 
flanges,  were providdat each  end of the  teat  section.  Outside-tube- 
wall  temperatures  were  measured by use of 12 chromel-alumel  thermocouples 
peened  to  the  test-section wall, as sham in figure 2, with  one  additional 
thermocouple  imbedded  in  each of the  test-section  tube  flanges. 

Preparation of roughness. - Artificially  roughened  tubes  are 
generally  prepared by either  some form of machine  cutting of the  inner 
surface  or  coating of the  tube  bore  with a granular  material  (such  as 
sand) by use of an adhesive  bond. When heat-transfer  data  are  required, 
the  latter  method  is  undesirable  because  it  requires  the  use of an 
adhesive  Layer  having  unknown  thermal  properties;  thia  method also make6 
uncertain  the  attainment of a uniform  roughness  throughout  the  tube  bore. 
Hence,  the  machine-cutting  method was used in the  present  investigation. 

A separate  tube  for  each  degree of roughness was prepared by turning 
a specially  fabricated  double-thread  tap  through  the  tube  bore. The 
thread  and  pitch  dimensions for the various  square-tbreaLtaps  were 
selected so as t o  provide  the  desired  range of conventional  roughne6s 
ratia . . .  . . . . . . . -. - . . . . . - 

. 
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In   order   to   obtain a roughness specimen f o r  each of the rough tubes, 
the  tubes were tapped i n  26-inch  lengths; a 2-inch length was then  cut 
from the tap-exit end of each tube, and a section of t h i s  sample was 
mounted and  photographed t o  X50 magnification t o  show the roughness  pro- 
f i le.  The p ro f i l e s   fo r  two of the  rough  tubes  used in   th i s   inves t iga t ion ,  
herein  designated as tubes A and B, are sham i n  figure 3 along  with  the 
corresponding  thread measurements. Tube C (not shown) was later obtained 
by careful ly  honing the  bore of tube A to  provide a lower  degree of rough- 
ness. Irtasmuch as the bore for   tube C had EL slightly  increasing  taper 
toward e i ther  end, the  diameter wae measured by means of a series of short  
plug gages ground to   d i f f e rences   i n  diameter of 0.0005 inch. By measuring 
the depth of inser t ion   for  each plug, a curve of bore diameter against 
position  along  the  tube was plot ted and integrated  to   obtain a mean bore 
diameter. The corresponding  thread measurements for   tube C are  shown i n  
figure 3. 

The experimental  procedure  used i n  obtafning  the data reported  herein 
was b r i e f l y  as follows: For a given  average  surface  temperature, the air 
f l o w  through  the test section was adjusted  to  provide  the  desired Reynolds 
number;  when conditione were fully stabi l ized,   the  data were recorded. 
Data were similarly obtained  for a range of Reynolds numbers by  adjueting 
the power input  to  maintain  the same average surface temperature. The 
same procedure was then  repeated  for  each  desired surface temperature 
l eve l  and, i n   t u rn ,   fo r  each of the  tubes  investigated. 

METHOD OF CALCULATION 

Physical  properties of air. - The physical  properties of air used i n  
the present  investigation are shown i n  figure 4 as functions of tempera- 
ture. The curves are plot ted from the data of references 8 and 9 and are 
the same as those  used in  references 1 t o  5. 

Evaluation of tube diameter. - The inside diameter D (all symbols 
are defined i n   t h e  appendix) f o r  a rough  tube may be expressed i n  various 
ways. The resul t ing  var ia t ion i n  the  value of D can materially af fec t  
the data, pa r t i cu la r ly   i n  the  case of the   f r ic t ion   coef f ic ien t ,  which 
var ies  as the f i f t h  power of the diameter. The value of the diameter 
most generally used i n  rough-tube work is expressed by the   re la t ion  

= i n  Volume  of tube 4 

which is the value resul t ing from an  internal  volumetric measurement of 
the tube. In  the  present  investigation, however, the  inside diameter D 
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is  taken as the  average of the  thread-flat (minimum tube)  diameter  and 
the  thread-root  (maximum  tap)  diameter.  The  latter value o!? diameter 
differs from a calculated  volume  diameter  by  less  than 1/2 percent  for 
the  rough  tubes  used.herein and-hence may be  considered  equivalent  to 
the  measured  volume  diameter  of  equation (1). 

Evaluation of surface  temperature. - The  average  inside-tube-wall 
temperature was taken  as  the  average  outside-tube-wall  temperature 
To obtained from integrated  axial-temperature-distribution  curves of 
measured  local  outside-tube-wall  temperature  (area  under  the  curve 
divided by the  effective  heat-transfer  length)  minus  the  temperature 
drop  through  the  tube w a l l  computed f r o m  the relation  (reference 10) 

for  heat  conduction  through a tube wall in  which  heat  is  generated 
uniformly  within  the wall and the  heat  flow  is  radially  inward. 
Equatfon (2)  may be written  for.  any  one  tube as 

In the  evaluation of the  constant C i n  equation '( 3), the  outside 
radius  ro was Q.340 inch for all the tubes  investigated,  and  the 
inside  radius ri was taken as half the inside diameter  defined in 
equation (1). The  values  used f o r  thermal  conductivity of Inconel kt 
are  the  same  as  those  used in references 1 and 4. 

Heat-transfer  coefficients. - The  average  heat-transfer  coefficient 
h is  computed f rom the  experimental  data by  the  relation 

The air bulk temperature Q is  taken as the  average of the  tube 
inlet-air  and &It-air total  temperatures Tl and T2, respectively. 
The  heat-transfer  area S is  based on the  inside  tube  diameter  as 
defined  in  equation (1). Correlation of the Pleat-transfer  coefficients 
obtained  herein  is  discuseed  under  the  section RESULTS AND DISCUSSION. 

Friction coefficients. - The method u6e.d herein  for  computing  friction 
coefficients  is  essentially  as follows: The friction  pressure drop is 
obtained by subtracting  the  calculated  momentum  pressure drop from the 
measured  value of over-all  static-pressure drop across  the  heater  tube, 
o r  

L 



NACA RM E52D17 

w 

7 

. 

The average bulk f r ic t ion   coef f ic ien t  6 is then courputed by the 
re la t ion  

with the average  density  taken as 

The modified  f i lm  friction  coefficient ff, also  used  herein, i s  
computed by the re l a t ion  

Correlation of the friction  coefficients  obtained  herein with heat 
addition,  and also without  heat  addition, is aiscussed under the section 
RESULTS APTD DISCUSSION. 

Correlation of Heat-Transfer  Coefficients 

The methods used  herein for correlat ion of the  heat-transfer data 
are  as follows: 

Conventional  correlation based on bulk temperature. - The average 
heat-transfer  coefficients  obtained  herein  for the smooth tube are pre- 
sented i n  the conventional manner i n  figure s(=), wherein ~ u s s e l t  number 
divided by Prandtl  number t o  the 0.4 power (hD/kb)/(cp,bp-t,/kb)0-4 i s  
plotted  against  Reynalds umber Z/pb with the  physical   properties of 
air evaluated at the air bulk temperature.  Included fo r  cornpaxison is 
the   l i ne  (dashed) which i n  reference 11 was found t o  best represent the 
snlaoth-tube data of various  investigators. 
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With the use of the  conventional method of correlat ion  ( f ig .   5(a)) ,  
the data form a series of pa ra l l e l   l i nes  having a common slope of 0.80 
above a Reynolds umber of about 20,000. Each l ine   represents   the data 
for  a different  surface  tetnperature  level  investigated,  for which the 
average  values o f  Ts and T,/% are tabulated. The data f a l l  pro- 
gressively below the  reference  l ine with-increase i n  Ts/Tt,, as was also 
found fo r  the smooth-tube investigations of references 1 t o  5. 

The data fo r  rough  tube A, obtained a t  the same surface t-emperature 
levels and p lo t ted   in   the  same manner-as that for   the  smooth tube, are 
shown in figure 5(b) .   In  comparison with  the smooth-tube resu l t s ,   the  
data f o r  rough tube A show that an increase  in  surface roughness r e su l t s  
i n  an  increase  in  the rate of data separation with T,/",. Moreover, 
the  increase  in  roughness results i n  an  increase i n  slope of the data 
lines,  the  slope  increasing from 0.80 fo r  the smooth tube t o  0.90 for 
rough  tube A. The effect  of surface  roughness on the  increase  in  slope 
of  the  l ine is bet ter   s tudied  in  a later figure (f ig .   6(b))  where the 
e f fec t  of TS/& has been  eliminated. The data f o r  rough  tube8 B and 
C (not shown)  showed similar e f fec ts  of T,/T-t, and surface  roughness, 
the  results  being  intermediate  to  those of figures  5(a) and 5(b). 

Modified correlation based on surface  temperature. - Average heat- 
transfer  coefficients  for  the smooth tube are presented  in  f igure 6(a) 

. 
with  the  coordinates of f igure  5(a) modified as follows: Wusselt number 
divided by Prandtl number t o  the 0.4 power ( h D / ~ ) / ( ~ p l ~ p ~ / k , ) ~ - *  is c 

plotted  against  a Reynolds number i n  which the  conventional mass velocity 
G (or  pbVb) has been replaced by psVb, the  product of air density 
evaluated a t   t h e  average  inside-tube-wall  temperature and air velocity 
evaluated a t  the average bulk temperature. I n  addition,  the  physical 
properties of air are  evaluated a t  the av-e-rage inside-tube-wall tempera- 
tu re  Ts . Included, fo r  compaxison, i n  figure 6(a) i s  the   l i ne  (dashed) 
which best represents  the data of refereuces 3 and 4 f o r  smooth platinum 
and Inconel  tubes,  respectively. The equation of the  reference  l ine 
above a Reynolds number of 10,000 is  

- = 0.023 hD 
kS 

The reference  l ine shows  good 
this  investigation. 

The data. f o r  rough  tubes 
i n  figure 6(a),  are presented 

agreement wfth  the smooth-tube data of 

A, B, and C, with the same coordfnatee as 
.in  figure  6(b)  along  with  the mean l i n e  

(dashed) representin@; the smooth-tube dati of f igure 6(a) and 
equation ( 9 ) .  This method of plotting  successfully  eliminates the 
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ef fec t  of Ts/‘Ij, f o r  each of the rough  tubes,  thus  enabling a study of 
the  effects  of roughness.  Figure 6(b) shows that an  increase in   su r f ace  
roughness results i n  an  increase i n  the heat-transfer  parameter which 
becomes  more pronounced with increase   in  Reynolds number; at Reynolds 
numbers below about 3000 there  is  no visible ef fec t  of roughness on the 
value of the heat-transfer  parameter. This suggests that at  the lower 
Reynolds numbers the boundary layer is thicker  than the height of rough- 
ness in  each-case  and hence the roughness  does  not  substantially  fnfluence 
the heat-transfer mechanism. A t  the higher Reynolds numbers, however, 
the  boundary-layer  thickness  decreases t o  a point where the height of 
roughness  does  noticeably  affect the heat transfer.  The slope of the data 
lines  increased from 0.80 for the smooth tube t o  0.95 f o r  rough  tube A. 
The aata f o r  rough  tube B, having a slope of 0.92, suggest the same over- 
all degree of roughness as tube A; whereas the data for   tube C, having 
a slope of 0.84, do not differ appreciably from those  for the smooth tube. 
These results for  tubes A and B would indicate,  from a capa r i son  of the 
conventional  roughness r a t io s ,  that factors  other  than  roughness  height 
are involved in   eva lua t ing  the over-all  roughness for threaded tube8 . 

The equation of the straight l i n e  through the data of rough tube ’\ A 

while  that   for rough  tube B is  

and that f o r  rough  tube C is 

Although t h i s  method of p l o t t i n g   r e s u l t s   i n  a good correlation of 
the heat-transfer data f o r  each of the tubes  fnvestigated, it does  not 
enable correlat ion of the data f o r  a l l  degrees of roughness. 

Modified correlat ion based on film temperature. - I n  the experimental 
smooth-tube investigations of  references 1 t o  5, it was found that fo r  
best   correlat ion of the  heat-transfer data the temperature t o  be used i n  
evaluating the correlation parameters was the surface  temperature.  In a 
theoret ical   invest igat ion of reference 12, however, for   the  case of 
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turbulent flow of a fluid  (Prandtl  number of 1) in  smooth  tubes  with 
heat  addition  over a wide  range  of  tube  wall-to-bulk  temperature  ratios, 
it was found  that  for  best  correlation  of l o c a l  heat-transfer  coefficients 
the  temperature  to  be  used was one  close  to  the  film  temperature;  the 
latter  results  were  obtained  using a variation  of  thermal  conductivity of 
air  with  temperature  slightly  different  from  that  of  references 1 to 4. 

In order  to  compare  the  results  of  the  present  investigation,  when 
the  film  and  surface  temperatures  are  used,  the  data for the  smooth  tube 
(fig.  6(a))  are replotted i n  figure 7, wherein  the  conventional  plotting 
parameters  are  modified  to  the  following-extent:  Nusselt  number divided 

cp ,f Vf 0.4 
by Prandtl  number  to  the 0.4 parer (hD/kf)/ ( kf ) is  plotted 
against a Reynolds  number in  which  the mass velocity G (or bvb) ie 
replaced  by pfVb, the  product  of  air densl*y evaluated  at  the  average 
film  temperature  and  air  velocity  evaluated  at  the  average  bulk  tempera- 
ture. Also, the  physical  properties  of  air  are  evaluated  at  the  average 
film  temperature Tf. This  method  of  plotting,  with  the  correlation 
parameters  evaluated  at  the film temperature,  results  in a good  corre- 
lation of the  smooth-tube  data. 

The  data  for  rough  tubes A, B, and C!, when  plotted  in  thls  manner 
(not shown), gave similar results  to  that  of  figure 7; as  might  be 
expected,  however,  the  separation of data  wLth T s / Q  increased slightly 
with  increase  in  surface  roughness,  the  separation  being  the  greatest  for 
rough  tube A (about 15 percent).  Again,  as  in  the  modified  surface 
correlation of figure 6(b), an  increase in surface  roughness  results  in 
an  increase in slope of the  correlation  line for each  tube.  The  question 
whether  to  correlate  the  data on the  film  or  surface  bseis  cannot  be 
resolved by comparison  of  the  data  scatter in figures 6 and 7. Eesential 
to  the  resolution  of  this  question  is a knowledge  of  the  correct  variation 
of thermal  conductivity of air  with  temperature,  which has not  been  firmly 
established  experimentally. 

Modified  correlation  based  on  film  temperature  and  friction 
velocity. - In figures 6 and 7, it w&s shown  that,  although  the  modified 
 surface^ and  the  modified  film  methods of plotting  both  resulted  in a 
good correlation  of  the  heat-transfer data for  each  of  the  tube8  investi- 
gated,  neither  method  enabled  correlation of the  data  for  all  degrees of 
roughness. T h i s  was to Be expected  inasmuch as no  measure of surface . 

roughness was included  in  the  correlation  parameters. If use  were  made 
of a parameter  that  includes  the  friction  coefficient,  which  is a final 
measure of mer-all surface  roughness,  correlation of the  heat-transfer 
data  for a l l  the  kubes  investigated  might  be  expected. A pasameter  that 
involves  friction  coefficient  is  the  Reynolds  number  employing  friction 
velocity - &ere VT is given by VG. PVT D 

I-L 
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The poss ib i l i t y  of us ing   the   f r ic t ion   ve loc i ty  VT i n   p l ace  o f .  
the  bulk  velocity 6 in the  Reynolds n-er used in   correlat ing  heat-  
t ransfer  data f o r  rough  tubes i s  also ind ica ted   in   re fe rence  13; these 
data were obtained f o r  water f lowlng through a r t i f i c i a l l y  roughened 
brass pipes  having  various  degrees of pyramidal-shaped roughness. Further 
ve r i f i ca t ion  of t he   f r i c t ion   ve loc i ty  dependency, as applied to the  experi-  
mental data of reference 13, is  indicated by theory in   re fe rence  14. 

. 

Bobh the  modified  film  and  modified  surface  heat-transfer  correlations 
were considered  for  use with the   f r ic t ion   ve loc i ty ;  however, use of the 
film temperature  results i n  the best correlat ion of the data f o r  a l l  tubes. 
Accordingly, the  modified film correlation  parameters of figure 7 were 
again  used  with  the  exception that the  sir bulk velocity vb i n   t h e  

8 

d 

Reynolds number -6 replaced  by the f r i c t i o n  

( t e e n  as vb g), which is more generally 

of the r a t i o  of the shear s t r e s s  at the w a l l  

(or E). 

- 
veloci ty  VT 

defined as the square root 

to t h e   f l u i d  mass density 

Average heat-transfer  coefficients  for a l l  the tubes  investigated 
herein, when p l o t t e d   i n   t h i s  manner, are shown i n  figure 8, where 
(hD/fp)/(~p,~P.p/kf)~*~ is  plot ted  against  wVTD/w. Despite the wide 
var ia t ion   in   sur face  roughness represented herein,   the  heat-transfer data 
f o r  a l l  tubes can be f a i r l y  w e l l  represented by a mean l i n e   ( s o l i d )  having 
the equation, above a value of p f V T D / b  of  600, 

Fr ic t ion  Data With No H e a t  Addition 

Comparison of f r i c t ion   coe f f i c i en t s .  - A compmison of the average 
isothermal fr ic t ion  coeff ic ients   obtained  herein f o r  the  smooth tube and 
rough tubes A, B, and C i s  presented  in  figure 9, where f i / 2  is  p lo t ted  
against m/pb. AI-so included i s  the  Blasius  l ine  (solid)  representing 
the   re la t ion  between f r i c t ion   coe f f i c i en t  and  Reynolds number for turbulent 
flow i n  smooth tubes, which is 
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fb  -0.25 
c 2 = 0.0395 (E) 

and the l i n e  (dashed)  representing the f r ic t ion   coefy ic ien t   re la t ion  i n  
, the laminar flow region, which is 

. -_, 

-1 .o fb 2 = 8.0 (z) 
The data f o r  the smooth tube show good agreement with the Blasiu8 

l i n e  i n  the turbulent flow regfon. The data f o r  rough tubes A, B, and C, 
however, break away from the Blasius   l ine and follow patterns somewhat 
s i m i l a r  to that obtained  for the Nikuradse sand-grain  rough-tube  experi- 
ments of reference 6. That is ,  the f r i c t ion   coe f f i c i en t s  for a given 
roughness break away from the Blasius   l ine a t  some value of Reynolds 
number, which decreases with increase i n  surface  roughness, and then 
follow a horizontal   l ine  (that is,  independent of Reynolds number) 
appropriate- to  that degree of rciughness. For any such  curve, as in te r -  
preted by Nikuradse and others, the horizontal   portion  represents a 
region of complete  turbulence, while the curved  portion, bounded by the 
Blasius   l ine and the point a t  which complete  turbulence  begina,  represents 
a region of incomplete  turbulence. This interpretat ion of complete and 
incomplete  turbulence, will also be used herein. - - 

..  .. 

The e f f ec t  of surface  roughness on f r i c t ion   coe f f i c i en t s  may be 
examined, i n  somewhat more detail, i n  the regions of complete turbulence, 
incomplete  turbulence,  and laminar flow. In the complete turbulence 
region, the f r i c t ion   coe f f i c i en t  for each tube i s  a constant  (independent 
of Reynolds umber) ;   the  value of the constant depends only on the over- 
a l l  degree of  roughness, as influenced by the pertinent  geometric  factors. 
It i s  noteworthy,  then, that the  constant  value of f r i c t ion   coe f f i c i en t  
for tube A i s  higher than that for  tube B, since tube B bas a higher value 
of conventional  roughness ra t io   than  tube A; hence, it may be  concluded 
tha t   the  conventional  roughness r a t i o  is not  an  adequate  measure of 
relative roughness for completely  turbulent flaw i n  square-thread  passages. 

I n  the region of incomplete  turbulence, the Conventional  roughness 
ratio,  although  not the sole measure of roughness, may be expected t o  be 
i n f luen t i a l  inasmuch as the ef fec t  of a projection depends on i t s  height 
r e l a t i v e   t o  the height-af the laminar boundary layer.  Hence, the incom- 
plete  turbulence  region may be ex-gected to   p reva i l  over a decreasing 
Reynolds number range as the conventional  roughness  ratio increases. 
This is  borne  out by the  data. For example, tube C shows incomglete 
turbulence over a Reynolds number range from 3000 t o  about 100,000; 
tube A, frm 3000 t o  about 40,000; and tube B, from 3000 t o  about 1 

" 
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25,000. Further, tube B, having the  highest value of conventional  rough- 
ness  ratio,  shows the   h ighes t   f r ic t ion   coef f ic ien t   in  this region. 

I n  the laminar flow region (Reynolds  nuuibers<2000) the ef fec t  of 
surface roughness is  negligible  inasmch as the f r k i o n  coefficient  for 
tube A i s  i n  good agreement with the Laminar flow l i n e   f o r  smooth pipes, 
as are the data f o r  a l l  the tubes  investigated  herein  within the accuracy -' 

of the data i n  this regfon. The mnall effect of roughness i n   t h e  low 
Reynolds nrzmber region is further  indicated by the heat-transfer data , 
(fig. 6(b) ) ,  which showed  no effect of roughness f o r  modified  surface 
Reynolds numbers less than 3ooo. 

c 

Comparison of surface  roughness. - For the Nikuradse sand-@sin 
rough-tube data of reference 6, von has shown that i n  the complete 
turbulence  region the constant  value of f r ic t ion   coef f ic ien t  fc  i s  
dependent only upon the roughness r a t i o  e/r. Inasmuch as the heat- 
t ransfer  data and the f r i c t i o n  data with no heat addition suggest that 
the conventional  roughness  ratio is not  an  adequate measure of roughness 
f o r  a square-thread-type  element i n  the complete  turbulence range, the 
physical dimension of the square-thread  elements for rough  tubes A, B, 
and C were examined to evaluate their fnfluence on the  fYiction  coeffi-  
c ient  fc .  The physical  dimensions of the  square-thread  elements for 
rough tubes A, B, and C are tabulated i n   t a b l e  I with r a t i o s  of  thread 
height to thread width e/w, thread space  (distance between threads) t o  
thread width S/W, and the conventional  .roughness r a t i o  e/r; the measured 
value of f c  is  also  included. 

TABLE I - COMPARISON OF SQUARE-THREAD EL-S FOR 

ROUGH TUBES A, B, and C INVESTIWD HEREIN 

Rough e/r s/w e/w 
tube f ?  

In   o rder   to   i so la te  the effect of each of theee  variables on the 
friction  coef 'f icient fc, the rough  tubes  used  herein were compared with 
those of reference 15 for   tubes having similar square-thread-typo  rough- 
nesses.  Accordingly, the physical dimensions f o r  the tubes of refer- 
ence 15 are tabulated i n  table II. 
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TABLE I1 - COMl?ARISON OF EQUm-TBREAD ELEMENTS FOR 

ROUGH TZTBES USED IN REFEEENCE 15 

R O U ~ ~  S/W e/w 
tub e 

Is 
1.018 0.928 L, 
1.033 0.934 

12 1.020 0.929 

:LCI I 0.928 1 3.02 

0.928 7.06 

A comparison of the  values of IC obtained for rough tubes Is, 
I&, and Iz ( t ab le=) ,  for which a nearly fourfold increase  in  e/r  
resulted in - l e s s   t han  10 percent  increase  in fc, woulhindicate  that  
t he   f r i c t ion   coe f f i c i en t   i n   t he  complete turbulence  region i s  eesentially 
independent of the  conventional  roughness  ratio  e/r  (the  values of e/w 
and S/W are  practically  constant) .  

The e f fec t  of S/W on the  f r ic t ion  coeff ic ient  fc  is shown i n  - 
f A g u r e  19, where fc  is platted  against  S/W fo r  rough tubes &, II, 
and I11 w i t h  each  tube  represented by a single  point. The e f fec ts  of 
e/w and e/r  are  not  involved  in this plot  since  these  values  are 
constant from tube  to  tube  (table 11). The s /w  e f fec t  is best repre- 
sented  (fig.  10) for  these  tubes by a l ine   ( so l id )  having  an  equation of 
the form 

f c  = c(*/w)0*80 (16) 

The effect  of e/w on the   f r ic t ion  coeff ic ient  f, is  shown i n  
f igure u, where f c  i s  plotted  against e/w for  rough tubes A, B, and 
C; the  points  representing  tubes I,, Im, and IT are  also  included. 
Tubes A and C (table I) have S/W values of 1.00 while that f o r  tube B 
i s  1.30; hence, the f, value for  tube B was corrected ( f ig .  ll) to a 
s/w value of 1.00 by use  of the data of f igure 10. Aa a result ,   the 
effects  of S/W and e/r are  not  involved  in figure 11, as the s/w 
values  are  effectively  comtant (1.00) and the e/r e f f ec t  i s  not 
involved (as previously  pointed  out). The e/w e f f e c t  i s  %est repre- 
sented by a l i ne  (solid) having  an  equation of the form 

f, = c(  4 w p - 7 0  
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The S/W and e/w effects  (equations (16) and (17), respectively) 
were then combined into  an  equation of the form 

or 

fc C =  

The constant C! i n  equation (19) was evaluated f o r  each  tube  used  herein 
as w e l l  as for   those of reference 15. The values of C a re   p lo t ted  
against  the  corresponding  values of e/r i n  figure 12, which shows (as 
previously  indicated  in  table II) that the   f r ic t ion   coef f ic ien t  f c  is 
independent of the  conventional  roughness  ratio. The hor izonta l   l ine  
which best represents  the data for a l l  the  square-thread  tubes con- 
sidered has an  ordinate  value of 0.0068 where the maximum sca t t e r  of the 
data is  L16 percent;  or, i n  equation (18), 

The value of C best   representing  the data f o r  rough  tubes A, B, and 
C i s  0.0072. This  equation, which permits  estimation of the f r i c t i o n  
coe f f i c i en t   i n   t he  complete  turbulence  region, i s  valid only f o r  this 
region;  this  point is  better i l l u s t r a t e d   i n  a subsequent figure.  

Equation (20) i s  also  purely  empirical and is based on data fo r  
threaded tubes  having  ranges of e/w f r o m  0 -88 t o  1.37, s/w from 
1.00 t o  7.06, and e/r from 0 . O l . l  t o  0.039 ( f ig .  E) and  should be used 
with  discretion  in  extrapolating  to  values  outside  these ranges. 

Frict ion Data With H e a t  Addition 

Conventional  correlation based on bulk temperature. - The average 
fr ic t ion  coeff ic ients   obtained  herein  for   the smooth tube with heat 
addition are presented  in  the conventional manner i n  figure 13(a), where 
fb/2 is plotted  against  DG/pb. Included  for comparison are the  data 
f o r  no heat addition and the  lines representing  the Blasius and laminar- 
flow re lat ions.  

Data obtained a t  the  lowest surface temperature  level (that is, 
T, = 885' R) show fair agreement with those f o r  no heat addition. With 
an  increase  in  Ts/%, however; the  f r ic t ion  coeff ic ients   progressively 
decrease a t  the higher Reynolda umbers and increase at the lower 
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Reynolds numbers. Similar  results were obtained  for the smooth-tube 
investigation of reference8 1, 4, and 5. 

The data f o r  rough tubes A, B, and C, when p lo t t ed   i n   t h i s  manner, 
resul ted in EL T,/G effect  similar to   that   obtained  for   the smooth 
tube. I n  the  case o f  rough tube A ( f ig .  13(b)), having the  highest 
degree  of  surface  roughness  investigated  herein,  the  actual Ts/Tt, 
e f fec t  is  more clear ly  sham i n   t h e   c o q l e t e  turbulence  region where 
the f r ic t ion   coef f ic ien t  is independent of Reynolds number. The data 
f o r  rough tubes B and C (not shown), having a decreasing  order of 
surface  roughness, gave results  intermediate  to  those  for rough tube A 
and the smooth tube. 

Modified correlation  based on film temperature. - Modified f i lm 
f r ic t ion   coef f ic len ts   fa r   the  smooth tube  with heat addition are pre- 
sented in   f igure   14(a) ,  where f f /2  i s  plotted  against p fVbD/h ,  the 
modified film Reynolds number. The film fr ic t ion   coef f ic ien t   f f  was 
defined i n  equation (8).  Included in   f i gu re  14(a) are the data for no 
heat  addition  and the l i n e s  representing  the  laminar flow and Bhs iue  
relat ions.  

This method of p lo t t ing   resu l t s   in  a fair correlation of the 
f r ic t ion   da ta   for  all temperature  levels  although  there i s  6ome Over- 
correction of the Ts/'Ij, e f fec t  at the lower  Reynolds nuuibers. 

The f r i c t i o n   a t a  for rough tubes A, BI and C, plot ted  in   the 
same manner, are presented i n  figures 14(b), 14(c),  aud 14( a), 
respectively, which is  the o rde r  of decreasing  surface  roughness. 
Similar results are  obtained  in each  case  with  the  data  being  fairly 
w e l l  correlated by this method of plot t ing,   par t icular ly  at the  higher 
Reynolds numbers. For each of the tubes  investigated, however, the 
data follow a curve charac te r i s t ic   to  that pwt icu la r  degree of surface 
roughness as previouely  pointed  out  for  the  isothermal  data. 

Modified correlation  using roughness  parameters. - I n  order t o  
correlate the f r i c t i o n  data for  a l l  the rough tubes  investigated  herein, 
the  following method of p lo t t ing  m a  employed: In   f igures   14(b) ,  l4(c), 
and 14(d), it was shown that   the  effect  of tube  wall-to-bulk  temperature 
r a t i o  can be eliminated  (particularly at the higher Reynolds numbers) fo r  
each of the rough tubes  by  use of the modified  correlation  based on film. 
temperature. Moreover, a comparison of the surface roughness for  the 
tubes  used  herein  (together x i th  those of reference 15) indicated 
( f i g .  12)  . that   the   f r ic t ion  coeff ic ient  in the complete  turbulence  region 
f c  can  be  predicted  by  an  equation of the form 

where C has a  value of 0.0072 f o r  the tubes used herefn (0.0068 far  
a l l  the  tubes  considered). 
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Hence, the f r i c t i o n  data f o r  rough  tubes-& B, and C are presented 
I 

i n  f1-e 15, where %/( ~ / w ) ~ * ~ ~ ( e / w ) ~ * ~ ~  is plotted  against  the 
modified film Reynolds number. Inasmuch as equation (21) i s  directly 
appl icable   only  in   the complete turbulence  region, the data of figure 15 
are r e s t r i c t ed   t o   va lues  of Reynolds rider greater than 20,000; this 
region w a s  Been i n  figure 9 t o  fully represent  the complete turbulence 
region  for  rough  tubes A and B. For  rough  tube C complete  turbulence - 
was not   a t ta ined  unt i l  Reynolds numbers considerably greater than 20,000 
were reached,  which is  r e f l e c t e d   i n  figure 15. 

The f r i c t i o n  data (both with and  without  heat  addition)  for a l l  the 
rough  tubes  (fig. 15) are i n  good agreement i n  the complete turbulence 
region. The grea te r   par t  of the data separa t ion   a t  the lower Reynolds 
umbers results from the data of tube C being  considerably below the 
complete turbulence  region; the smaller separation i n   t h e  case of tubes A 
and B stems from the T s / n  effect, as  pointed  out  in figure 14. The 
equation of the  l ine  represent ing the f r i c t ion  data f o r  all tubes i n   t h e  
complete turbulence  region is 

An investigation of heat t ransfer  and f r i c t i o n  was conducted  with 
air flowing  through  electrically  heated  Inconel  tubes  having various 
degrees  of  square-thread-type  roughness,  an  inside diameter of 1/2 inch, 
and a length of 24 inches. D a t a  were obtained  for  threaded  tubes having 
conventional  roughness ra t ios   (height  of thread/radtus of tube)  of 0 
(smooth tube), 0.016, 0.025, and 0.037 over a range  of bulk Repol& 
umbers up t o  350,000, average inside-tube-wall temperatures up t o  
1950° R,  and  heat-flux  densities up t o  115,000 Btu per hour per square 
foot .  The results of this   invest igat ion are as follows: 

1. The experimental data showed that  both heat t ransfer  and 
fr ic t ion  increased  with  increase  in   surface roughness, becoming more 
pronounced with increase   in  Reynolds nuniber; f o r  a given  roughness, 
both heat t ransfer  and f r i c t i o n  w e r e  also influenced  by the tube wall- 
to-bulk  temperature  ratio. 

2. A satisfactory  corr,elation of the heat-transfer data f o r  all 
the  tubes  investigated was obtained  by use of a modification of the 
conventional  Nusselt  correlation  pwameters  wherein  the mass velocity 
G (or  product of average air density and velocity  evaluated a t  the bulk 
temperature, pbVb) i n  the Reynolds nmiber was replaced  by  the  product 
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of sir density  evaluated a t  the average film temperature and t he   f r i c t ion  
velocity, pfVT; i n  addition, the physical  properties of a i r  were evaluated 
at the  average film temperature. 

3. The isothermal  fr iction data for the rough tubes, wben plot ted 
in  the  conventional manner, resulted  in  curves a imi la r  to  those  obtained 
by other  investigators.  That ie ,   the   Fr ic t ion  coeff ic ients   for  a given 
roughness  break away from the  Blasius l i n e  (representing  turbulent flow 
in smooth tubes) a t  some value of Reynolds  nmiber, which decreases  with 
increase  in  surface  roughness, and then fo l low a horizontal   l ine  (that 
is, independent of Reynolds umber). A fur ther  comparison of t he   f r i c t ion  
data indicated that the  conventional  roughness r a t i o  i s  not  an  adequate 
measure of re la t ive  roughnese far tubes having a square-thread-type 
element. 

4. A fair correlation of the  frictFon data with  heat  addition 
was obtained, f o r  each of the  tubes  investigated, by use of a modified 
correlation wherein the   f r ic t ion  coeff ic ient   based on average film 
density was plotted  against  the  modified film Reynolds number;  however, 
the data for  each  tube  retained the curve character is t ic  of that pa r t i -  
cular roughness. A good correlation of the f r i c t i o n  data fo r  a l l  the 
rough tubes was obtained  for the complete turbulence  region by inoox?- 
porating a roughness parameter in the modlfied f i l m  correlation. No 
correlation was obtained for the  region of incomplete  turbulence. 

Lewis Flight Propulsion Laboratory 

Cleveland, Ohio 
National Advisory Committee for  Aeronautics 
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APPrnIx - SYMBOLS 
The following symbols are used in th i s   repor t :  

C constant 

cP 

D inside diameter of test  section, ft 

f average  f r ic t ion  coeff ic ient  

fb average  bulk  friction  coefficient 

specif ic   heat  of air at constant  pressure,  Btu/(lb) (9) 

fc average bulk friction  coefficient  (ccwplete  turbulence  region) 

ff modified film f r ic t ion   coef f ic ien t  

G mass veloci ty  (mass flow per  unit  cross-sectional  area), 

g acceleration due to gravity, 4.17 X lo8 ft/hr2 

I b / f h ) ( s q  it) 

- .  h average  heat-transfer  coefficient,  Btu/(hr) (sq f t )  (9) 

- k thermal  conductivity of air, Btu/(hr)(sq ft) (%/ft) 

kt thermal conductivity of Inconel,  Btu/(hr) (sq f t )  (%/e) 
L effect ive  heat- t ransfer   length of test section, f t  

P stat ic   pressure,   lb /sq ft abs 

AP over-al   static-pressure  drop  across test section,  lb/sq ft 

Apfr f r ic t ion   s ta t ic -pressure  drap across   tes t   sect ion,   Ib/sq f't 

Q r a t e  of heat  transfer t o  a i r ,  Btu/hr 

R gas  constant  for a b ,  53.35 f t - lb/( lb)(°F)  

r inside  radius  of tes t   sec t ion ,  ft 

S heat-transfer area of test section,  sq ft 

T to t a l  temperature, OR 

Tb average  bulk  temperature  equal t o  average of entrance and 
exi t   to ta l   temperatures ,  OR 



20 NACA RM E52D17 

ff average film temperature equal to ha= the B U ~  of average bulk 
and  average  inside-tLibe-wall  temperatures, % 

*S average  inside-tube-wall  temperature, % 
t static  temperature, 4( 

W a b  flow, ~ / h r  
c1 absolute vlscosity of air, lb/(hr)(ft) 

P density of air, lb/cu f t 

Pav 
7 shear  stress  at wall, lb/sq ft 

average  density of air, lb/cu ft 

Dimensionless  parameters: 

m/k Nusselt  number 

cp/k Prandtl  number . . . . . . . . .   . . . .  

=/v Reynolds nmber 

pfVbD/pf modified  film  Reynolds umber . . .  

pfV.D/pf modified  film  Reynolds  nurnber  with. . f r ic t i_on velocity 

psVbD/ps modified  surface  Reynolds  number 

Roughness characteristics: . .   . . . .   . -  . . . . .  

. .  .,. . . . .  

e/r  conventional  roughness  ratio 

e/w  ratio of thread height to thread  width 

S/W ratio of thread space to  thread  width 

where I -  

* 
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e height of roughness  element (thread height), f t  
except as 

s thread space  (distance between threads), f t  noted i n  
figure 3 

w thread  width, f t  

Subscripts : 

21 

1 

2 

i 

0 

b 

f 

s 

1. 

2. 

3. 

test-section  entrance 

tes t -sect ion exit 

inner surface of test section 

outer surface of test  section 

bulk (when applied  to  properties,   indicates  evaluation at 
average  bulk  temperature) 

f i l m  (when applied  to  properties,   indicates  evaluation a t  average 
fib temperature) 

surface (when applied  to  properties,   indicates  evaluation at 
average  inside-tube-==  temperature) 
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Temperature, OR 

end Randtl  number of air w i t h  temperature. ( d t a  f m  referenoes €I and 9. )  
Figure 4. - Variation of spealflc heat a t  constant pressure thermal ccmactivlty,  sbaolute Viscosity, 
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Figure 10. - W e c t  of ratio of thread space (as tance  between 
threads) to Wead width on isothermal friction coefficients 
in complete turbulence region. Data f o r  tubes I& 11, 

- and III from reference l5. 
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Figure EL. - Effect of ratio of thread height to 

thread width on Isothermal friction coefficient 
i n  complete turbulence  region. D a t a  fo r  rough 
tubes A, By and C *om present investigatfon 
a,nd tubes &, I& and It from reference 15. 
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Figure 15. - Carreletion of friction hta far rough tubes A, B, and C dth and without heat addition. 
Correht ion  strictly applkable only in c m p l e b  turbulence region; hence, data restricted to 
values of y V b D / b  greatar tban 20,000 for tubas investignted herein. 


